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Unique Ribbed Design
•	 Dampens vibrations
•	 Absorbs impacts
•	 Dissipates shock energy

Ease of Use
•	 No assembly required
•	 exactly the shape and size needed for your product

Environmentally Friendly Packaging
•	 Produced with 100% recycled paper
•	 Recyclable and compostable
•	 Disposable with normal waste paper

Custom Design
If our standard range does not meet your needs, 
custom design and manufacturing services 
are available.



Plain Sided Corner

Ribbed Sided Corner

Pulp Channel

3-Sided Pulp Corner

No. Description D1 D2
20E 20 mm Plain Sided Corner 20 mm 100 mm
30E 30 mm Plain Sided Corner 30 mm 100 mm
40E 40 mm Plain Sided Corner 40 mm 100 mm
70E 70 mm Plain Sided Corner 70 mm 100 mm
110E 110 mm Plain Sided Corner 110 mm 100 mm

No. Description D1 D2
18B 18 mm Pulp Channel 18 mm 40 mm
30B 30 mm Pulp Channel 30 mm 40 mm
40B 40 mm Pulp Channel 40 mm 40 mm

No. Description D1 D2
3ESB 3-Sided Pulp Corner Uni 90 mm

No. Description D1 D2
18M 18 mm Ribbed Sided Corner 18 mm 100 mm
30M 30 mm Ribbed Sided Corner 30 mm 100 mm
40M 40 mm Ribbed Sided Corner 40 mm 100 mm
48M 48 mm Ribbed Sided Corner 48 mm 100 mm
55M 55 mm Ribbed Sided Corner 55 mm 100 mm
65M 65 mm Ribbed Sided Corner 65 mm 100 mm
80M 80 mm Ribbed Sided Corner 80 mm 100 mm
90M 90 mm Ribbed Sided Corner 90 mm 100 mm

Technical data

D2

D1





Corner Protection Cap  

No. Description
90001395 L-Shape 30 mm

•	 398 x 176 x 75 mm
•	 8 separable pieces
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Werkzeug Layout

dimensions (mm)
L < 10 ±1.0

10 ≤ L < 50 ±1.0
50 ≤ L < 100 ±1.5
100 ≤ L < 200 ±1.5
200 ≤ L < 300 ±2.0

300 ≤ L < L ±2.0
wall thickness: 1,8 ±0.3
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DIE IN DIESER ZEICHNUNG ENTHALTENEN DATEN SIND ALLEINIGES EIGENTUM VON PULP-TEC. JEDE TEILWEISE ODER GANZE REPRODUKTION OHNE SCHRIFTLICHE ERLAUBNIS VON PULP-TEC IST VERBOTEN.
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L - Shape 30mm
Kunden-Freigabezeichnung 
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SET-Ansicht

dimensions (mm)
L < 10 ±1.0

10 ≤ L < 50 ±1.0
50 ≤ L < 100 ±1.5
100 ≤ L < 200 ±2.0
200 ≤ L < 300 ±2.5

300 ≤ L < L ±3.0
wall thickness: 2,0 ±0.3
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Kunden-Freigabezeichnung 
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Werkzeug Layout

dimensions (mm)
L < 10 ±1.0

10 ≤ L < 50 ±1.0
50 ≤ L < 100 ±1.5
100 ≤ L < 200 ±1.5
200 ≤ L < 300 ±2.0

300 ≤ L < L ±2.0
wall thickness: 1,8 ±0.3
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Werkzeug Layout

dimensions (mm)
L < 10 ±1.0

10 ≤ L < 50 ±1.0
50 ≤ L < 100 ±1.5
100 ≤ L < 200 ±1.5
200 ≤ L < 300 ±2.0

300 ≤ L < L ±2.0
wall thickness: 1,8 ±0.3
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L-Corner Protector

No. Description
90001394 L-Corner 30 mm

•	 198 x 198 x 75 mm
•	 1 piece
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SET-Ansicht

dimensions (mm)
L < 10 ±1.0

10 ≤ L < 50 ±1.0
50 ≤ L < 100 ±1.5
100 ≤ L < 200 ±2.0
200 ≤ L < 300 ±2.5

300 ≤ L < L ±3.0
wall thickness: 2,0 ±0.3
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SET-Ansicht
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